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REPLACE GASKETS AFTER 
EVERY ASSEMBLY TO 
ENSURE PROPER SEAL

DO NOT LOOSEN UNLESS
BOTTLE IS NEW OR FOR REFILL
REFILL PRE-CURSOR ONLY IN
AIR TIGHT GLOVE BOX

3

.98
25

.720  6.95 

 1.52 

 2.34 

 2.50 

A

A

 .475  R.250 

 1.12 

 1.94 

 2.37 

 .065 

SECTION A-A
SCALE 1 : 1.5

ITEM NO. Supplier PART NUMBER DESCRIPTION QTY.
1 Fujikin FUB-81-6.35-PI VALVE, BELLOWS 1/4 MALE VCR 

150C PI SEAL 0.3 Cv 1

2 PRECISION FABRICATORS LTD. PF-AR-ALD125 ARR-GS DOT 4B-200 BOTTLE, 316L 2.50"Dx2.34"H 
125mlFILL 200psi with 1/4 High Flow VCR 1

3 Swagelok or EQUIL SS-4-VCR-CP Cap SS-4-VCR-CP 3/4 1
4 Swagelok or Equil SS-4-VCR-2-GR-VS Gasket Retainer Assembly SS-4-VCR-2-GR 0.24 2

DOT SPEC 4B-200
CYLINDER SIZE 2.5" DIA

CYLINDER MATERIAL 316L SS
CYLINDER TOTAL VOLUME 135ml

CYLINDER MAX FILL 125ml
DESIGN PRESSURE 200psi
MAX PRESSURE 400psi

MAX OPERATIONAL TEMP 175C
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THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF
ARRADIACNE.  ANY REPRODUCTION 
IN PART OR AS A WHOLE WITHOUT THE
WRITTEN PERMISSION OF ARRADIANCE
IS PROHIBITED.

PROPRIETARY AND CONFIDENTIAL

NEXT ASSY USED ON

APPLICATION

(MILLIMETERS)
TOLERANCES:
ANGULAR: MACH  0.5     BEND  1
(X.XX    0.13)
(X.X      0.25)
(X         0.75)

REMOVE BURRS AND BREAK ALL SHARP EDGES
FILLET RADII AND CORNER RADII TO BE  .02" (0.5MM)
SURFACE FINISH TO BE  63

MATERIAL

FINISH

DRAWN
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TITLE:
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B
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WEIGHT: SCALE: 1:2

UNLESS OTHERWISE SPECIFIED DIMENSIONS ARE IN:

2

Beaulieu 10/29/13

ASSY, DOT 4B 200 150ML BOTTLE 
WITH 175C BELLOWS VALVE

SHEET 1 OF 3

ARR-40591B-DOT

INCHES
TOLERANCES:
ANGULAR: MACH  0.5     BEND  1
X.XXX    0.005
X.XX      0.010
X.X        0.03

NONE
NONE

ARRADIANCE
142 NORTH RD, SUDBURY, MA  01776
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ARR-40591B-DOT

INCHES
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APPLICATION

(MILLIMETERS)
TOLERANCES:
ANGULAR: MACH  0.5     BEND  1
(X.XX    0.13)
(X.X      0.25)
(X         0.75)

REMOVE BURRS AND BREAK ALL SHARP EDGES
FILLET RADII AND CORNER RADII TO BE  .02" (0.5MM)
SURFACE FINISH TO BE  63
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Beaulieu 10/29/13

ARR-GS DOT 4B-200 BOTTLE, 316L 
2.50"Dx2.34"H 125mlFILL 200psi with 1/4 

High Flow VCR

SHEET 3 OF 3

PF-AR-ALD125

INCHES
TOLERANCES:
ANGULAR: MACH  0.5     BEND  1
X.XXX    0.005
X.XX      0.010
X.X        0.03

ARRADIANCE
142 NORTH RD, SUDBURY, MA  01776
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